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%rview

Standard Picket: 60” Flush

%rview Residential Aluminum Fencing - Arched Spear Picket Top
Material: 6063-T5 Aluminum « 72" Section Length ¢ Pickets: 5/8” sg. x .050” Wall « Rails: 1" sg. x .055” Wall

AAMA 2604 TGIC Polyester Powder Coating * Screws: Hardened 410 Stainless Steel With Cr6 Plating and Colored Heads
Sections Are Offered Assembled ¢« Posts Sold Separately

AVAILABLE HEIGHTS

36" Height

AVAILABLE COLORS

48" Height

Available Picket Styles
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Triad Victorian  Quad
Finials Finials Finials

Lower Picket Finials On Spear Puppy Picket

ADDITIONAL SPECIFICATIONS

Rail Spacing
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36" Height
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48” Height 54 Height 60” FB Height

84" Height

Smooth Top Puppy Picket

Butterfly Scrolls

6" (All Heights)
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60" Height

60" Height

72" (All Residential Sections)
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Spear Top Puppy Picket
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16" (36" & 48" Heights)
207 (547, 60" & 72" Heights)

Rings
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Rings Prevent Sections From Racking
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Standard sections can rack 20" to

accommodate hilly terrain.
Note: Accent Rings Prevent Sections From Racking

ALWAYS CHECK YOUR LOCAL POOL CODE REQUIREMENTS



